E@ PROTECTRON ELECTROMECH (P) LTD

DESCRIPTION :MODULAR JACK, SIDE ENTRY, WITH FLANGE

LOW PROFILE

PART NO:PSY002X-XPXC-X
(SEE TABLE)

RoHS
PHYSICAL
MATERIAL
INSULATOR THERMOPLASTIC
FLAMMABILITY UL 94V-0
COLOR BLACK COLOR
CONTACT PHOSPHOR BRONZE
SHEILDING BRASS, NICKEL PLATING
PACKAGING TYPE BULK PACKING
ELECTRICAL
CONTACT RESISTANCE 30m OHMS MAX
INSULATION RESISTANCE 500M OHMS MIN
CURRENT RATING 1A
VOLTAGE RATING 150V AC MAX
DIELECTRIC WITHSATNDING 1000Vrms
MECHANICAL DATA
MECHANICAL LIFE 50 CYCLES MIN
ENVIRONMENTAL DATA
TEMPERATURE RANGE 40 TO +70° C
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E@ PROTECTRON ELECTROMECH (P) LTD

DESCRIPTION :MODULAR JACK, SIDE ENTRY, WITH FLANGE
LOW PROFILE

(SEE TABLE)

PART NO:PSY002X-XPXC-X

ORDERING INFORMATION

PSY(002X-XPXC-X
=l L
FLANGE OPTION No. OF POSITIONS NO. OF CONTACTS Leco ey
"_*=WITH FLANGE 8,6 8,6,4,2 2=0.75n GOLD
3=0.075n GOLD FLASH
6=COLD ON CONTACT
AREA, TIN ON SOLDER
AREA
MOQ- —---
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