TECHNICAL DATA

2 PROTECTRON ELECTROMECH (P) LTD.

# D-11 & 12, tst FLOOR, BRIGADE MM, NEW K.R. ROAD
BANGALORE~ 560 082, KARNATAKA, INDIA.

PARTNo. P9086R29-—12—_X_ PAGE
X=N0O. OF CONTACTS |1 OF 1 :

DESCRIPTION:  PA CONNECTOR 2.0MM PITCH, SINGLE ROW RIGHT ANGLE,ROHS

- MATERIAL:
INSULATOR BODY NYLON 6T, UL94V-0
CONTACT BRASS, GOLD PLATED
ELECTRICAL DATA:
RATED CURRENT : 1A AC, DC
INSULATION RESISTANCE 1000 M OHMS Min.
DIELECTRIC WITHSTANDING ~ : 1000 V AC FOR 1 MINUTE
VOLTAGE RATING . 250V AC, DC
CONTACT RESISTANCE  30mW Max.
ENVIRONMENTAL DATA: .
OPERATING TEMP. RANGE ~ : —25 TO +85°C
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CIRCUIT

P9086R29-12-3 | 4.00 | 8.00
P9086R29-12-4 | 6.00 | 10.00
P9086R29-12-5 | 8.00 | 12.00
P90B6R29-12-6 | 10.00 | 14.00
P9086R29-12-7 | 12.00 | 16.00
P9086R29-12—8 | 14.00 | 18.00
| Pa086R29-12-9 | 16.00 | 20.00
P9086R29-12-A | 18.00 | 22.00
P9086R29-12-B | 20.00 | 24.00
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P9086R29-12~C | 22.00 | 26.00

P9086R29-12~-D | 24.00 | 28.00
P9086R29~-12-E | 26.00 | 30.00
P9086R29-12-F | 28.00 | 32.00

P9086R29~12-G | 30.00 | 34.00
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