E@ PROTECTRON ELECTROMECH (P) LTD

DESCRIPTION :EJECTOR HEADER 2.0mm PITCH, DR S/T.

PART NO:P9913-XX-37S11
XX=NO OF CONTACTS(10-50)

RoHS oL

PHYSICAL DATA

INSULATION
MATERIAL
FLAMMABILITY

CRIMP TERMINAL
PACKAGING TYPE

PABT
uL94v-0

BRASS, GOLD PLATED
STANDARD PACKING

ELECTRICAL DATA

CURRENT RATING
INSULATION RESISTANCE
DIE ELECTRIC WITHSTAND
CONTACT RESISTANCE

1.5A
800M OHMS MIN

500V AC/DC
20m OHMS MAX

ENVIRONMENTAL DATA
TEMPERATURE RANGE

—40° T0 +105° C
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E@ PROTECTRON ELECTROMECH (P) LTD

DESCRIPTION :EJECTOR HEADER 2.0mm PITCH, DR S/T.

PART NO:P9913-XX-37511
XX=NO OF CONTACTS(10-50)
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Recommended PCB Layout
(PCB TOLERANCE +0.05)
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A2 | NUMBER OF CONTACT INCREASED SO DRAWING GENERALIZED MADHUSHREE | 01.12.2016
A1 | DRAWING REVISED SUMITH 10.08.2015
A | ORIGINAL VISHWA.P 28.09.2014
REV. DESCRIPTION DRN. BY | DATE  |CK’ED BY | APP'D BY
Projection: Scale: NTS | Sht. Size: A4 | Gen. Tol:40.3mm |ALL DIMENSIONS ARE IN MM.
1E—:|— @ +7° IF UNLESS OTHERWISE SPECIFIED.
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